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pH 7 

Smell Slight smell 

Aspect Liquid 

Color White 

Density (20°C) 1 g/cm3 

Category: 

 
-  Special products 

for the textile 

sector 

 

Applications: 

 
-  Avoids yarn 

stripping 

 

 

Strenghts: 

 
-  Non-toxic 

-  Totally removable 

 

 

 

Applications 
 
Fix è is a temporary glue for yarns in aqueous dispersion, removable  
by washing with detergents of aqueous origin, or with solvents. 
 
Once applied, the product avoids annoying yarn stripping. 
 
Fix does not damage tissues.  
It does not produce dust. 
 
Scope of use: the product has been developed to be used 
exclusively in the textile sector. 

How to use 
The product is ready to use. In the warping phase, dip the yarn 
to be treatet and proceed as usual. 
 
Reclose the product properly after use. It is cold-sensitive. 

Temporary glue for stabilizing yarns 
 

Pr od u c t  fo r  

p rof e ss ion a l  u s e .  Th e  

man u fac tu rer  

d ec l i n es  a l l  

r e sp on s ib i l i t y  f or  

an y d ama g e cau sed  

b y t h e  imp r op e r  u s e  

of  t h e  p r od u c t .   

 

Technical specifications 

Fix Industry 

Line 
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